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1. Introduction 



1. Introduction 



This User's Guide describes how to install, use, and troubleshoot the RATOC CB32U Ultra Wide SCSI CardBus 
PC Card(called CB32U in this User's Guide). The information in the README.TXT file on the floppy disk may 
include the latest information. Be sure to read the README.TXT file as well. 



1-1. Package Confirmation 

Check package contents: 

• CB32 Ultra Wide SCSI CardBus PC Card 

• CB32 setup floppy disk (3pcs) 

• CB32U User's Guide (This document) 

• High-Density 50-pin cable 

• High-Density 68-pin cable 



NOTE 

If any of these items are missing from the CB32U retail package, contact your supplier 
immediately. 



1-2. System Requirements 

• PC with a CardBus slot 

• Windows 95B/Windows 95C/Windows 98/Windows 98 SE(Second Edition) 
Wsindows NT4.0/Windows 2000/Windows Me(Millennium Edition)/Windows XP 



NOTE 

If the version of your Windows 95 is 4.00.950 or 4.00.950 A, you can not use the CB32U. 
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2. Setup 



2. Setup 



When you use Windows 95, proceed to Chapter 2- 1 . 
When you use Windows 98, proceed to Chapter 2-2. 
When you use Windows Me, proceed to Chapter 2-3. 

When you use Windows NT4.0, proceed to Chapter 2-4. 
When you use Windows 2000, proceed to Chapter 2-5. 
When you use Windows XP, proceed to Chapter 2-6. 

Restrictions 



• At least one SCSI device must supply termination power to the SCSI bus. Read your SCSI device 
manual if you are not sure whether the SCSI device provides termination power. But, there is an exception. 
You can connect Iomega Zip drive to the CB32U, though the Zip drive can not provide termination 
power. 

• You can not boot up system from a SCSI device connected to the CB32U. Do not install Operating 
System into a SCSI device connected to the CB32U because you can not boot up system from it. 

• You can not format a HDD, Jaz, Zip drive connected to the CB32U with FDISK command. And you 
can not use software using DISK-BIOS(INT 13h). If you want to format and create partition, use our 
SCSI utility. Refer to Chapter 4-1. 

• Do not enable virtual memory setting for a HDD, Jaz, Zip drive connected to the CB32U. 

• The CB32U does not support DOS mode of Windows 98/95. 

• The total length of cabling on the SCSI bus shoud not exceed 5ft(1.5m). 

• It is not recommended that you connect more than two SCSI devices in daisy-chain. 

• If your PC has only one PC card slot which is connected to a floppy disk drive, you have to copy the 
files in the floppy disk supplied from us onto your HDD before you set up the CB32U. 

• Do not turn off your SCSI device connected to the CB32U when you have the PC in stanby/suspend. 
If you want to have the PC in standby/suspend mode, remove the CB32U from the PC. 

• You can not connect a narrow SCSI device to a wide SCSI device connected to the CB32U. 
You can not connect a wide SCSI device to a narrow SCSI device connected to the CB32U. 

• CardWizard software is required to use the CB32U on Windows NT4.0. 
The CardWizard software is available through www.systemsoft.com. 

You have to purchase it from the web site and install it before you use it on Windows NT4.0. 
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2. Setup 



2-1. Windows 95 Setup 

Here's how to get started with the CB32U and SCSI devices on Windows 95: 

1. Read the restrictions before you install the CB32U. 

2. Install the CB32U into the PC. Refer to Chapter 2- 1 - 1 . 

3. Confirm the installation. Refer to Chapter 2-1-2. 

4. Remove the CB32U from the PC . Refer to Chapter 2- 1 -3 . 

5. Connect a SCSI device. Refer to Chapter 3- 1 . 

6. Confirm the SCSI connection. Refer to Chapter 3-2. 

2-1-1. Installing the CB32U on Windows 95 

1. Check your Version of Windows 95. 

a. Right-click on My Computer. 

b. Select Properties. You will see the System Properties window below. 

c. Click the General tab. 

d. If you can find 4.00.950 B or 4.00.950 C, you can use the CB32U. 



roperties 




General ] l^svice Manager j Hardware Profiles | Performance 

f System: 

[ Microsoft Windows 95 

K 4.00.950 B 



3*] 




NOTE 

If the version of your Windows 95 is 4.00.950 or 4.00.950 A, you can not use the CB32U. 
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2. Setup 



2. Check to see if your PCMCIA Controller supports CardBus PC Cards. 

a. In the System Properties window shown below, click the Device Manager tab. 

b. Double-click PCMCIA socket and make sure there is a CardBus controller name string without 



'!" or "X" marks. 



System Properties 



(* View devices by type 




:e Manager J Hardware Profiles | Performance | 



C View devices by connection 



CDROM 
Disk drives 
Display adapters 
Floppy disk controllers 
Hard disk controllers 
Monitors 
Mouse 

Network adapters 
Other devices 
PCMCIA socket 

Texas Instruments PCI-1131 CardBus Controller 
Texas Instruments PCI-1131 CardBus Controller 
Ports (COM & LPT] 



NOTE 

If a CardBus controller name string does not appear, or if it appears with a "!" or "X" mark next 
to it, enable the CardBus controller with PC Card (PCMCIA) Wizard . For more information, 
please contact your PC manufacturer. 

If you find a PCIC or compatible PCMCIA controller string under the PCMCIA socket, your PC 

Card slot may not support CardBus PC Cards or CardBus setting may be set disable in the 

BIOS of your PC. If CardBus setting is set disable in the BIOS, select CardBus from Disable/PCIC 
Compatible/CardBus option in the BIOS to set CardBus setting enable. 



c. Double-click the CardBus controller name string to show the property window. If This device is 
working properly appears under the Device status, you can use the CB32U. 
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2. Setup 



3. Grasp the CB32U by the edges with the label facing upward. Insert the CB32U into the slot and push it 
in until it is firmly seated. If the CB32U can not be firmly seated, check to see if the PC Card slot supports 
CardBus PC Cards. If the following window as shown at step 4 does not appear, the PC may not 
support CardBus PC Cards. For more information, contact your PC manufacturer. 



! 




to 





! 








I7=F1 W \=L 




4. When the Update Device Driver Wizard Window Appears 
a. When the Update Device Driver Wizard window appears, insert the CB32U floppy disk for 
Windows 98/95 and click Next. 



Update Device Driver Wizard 




This wizard will complete the installation of: 



PCI SCSI Bus Controller 



by searching your local drives, network, and Internet 
locations for the most current driver. 



If you have a disk or CD-ROM that came with this device, 
ii , en i' [.■:■■ ■ 



It is recommended that you let Windows search for an 
updated driver. To do this, click Next to continue. 




b. When SCSI CardBus PC Card REX CB32 appears in the window, click Finish. 



Update Device Driver Wizard 




Windows found the following updated driver for this 
device: 



SCSI CardBus PC Card REX CB32 



you want to use this driver, click Finish. If this is not the 
correct driver and you want to search for a different driver 
manually, click Other Locations. 

Location of Driver 



Other Locations... 
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2. Setup 



c. If a message requesting insertion of a floppy disk appears, click OK. 

d. The Copying Files... dialog appears. Type a:\ for the source of files and click OK. 



Copying Files. 



file 'rexcb32.mpd' on REX SCSI PC Card 
n Disk could not be found. 




e. Wait until the PC Card (PCMCIA) icon appears on the Windows taskbar. This icon indicates that 
the CB32U is recognized. 




f. Remove the floppy disk from the PC. 
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2. Setup 



2-1-2. Confirming the Installation 

1. Right-click on My Computer. 

2. Select Properties. You will see the System Properties window below. 



3. Click the Device Manager tab. 




System Properties 



Genera^ Device Manager pNardware Profiles ] Performance | 




+ 

ffl 

ffl 
+ 



Computer 
^ CDROM 

Disk drives 
■§l Display adapters 

Floppy disk controllers 
Hard disk controllers 
Keyboard 
■9 Monitors 

Mouse 
Mj) Network adapters 
-% PCMCIA socket 
■J/ Ports (COM & LPT) 
SCSI controllers 



SCSI CardBus PC Card REX CB32 



, System devices 

k Universal serial bus controller 



Properties | Refresh ] Remove j Print. 




4. Double-click SCSI Controllers in the list. 

5. Make sure there is a SCSI CardBus PC Card REX CB32 string without "!" or "X" marks. 

6. Double-click the SCSI CardBus PC Card REX CB32 string to show the property window. 

7. Click the General tab. If This device is working properly appears under Device status, you 

have installed the CB32U driver correctly. 



SCSI CardBus PC Caid REX CB32 Pioperties 



General j Settings ] Driver | Resources | 

SCSI CardBus PC Card REX CB32 

Device type: SCSI controllers 
Manufacturer: RATOC Systemsjnc. 
Hardwaj &A-oro i on ! 001 




Device status 

This device is working properly. 



DpeHy^^ 
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2. Setup 



2-1-3. Removing the CB32U 

When you want to remove the CB32U from the PC, you have to follow these steps through: 
1 . Click the PC Card icon on the Window s taskbar. 




2. Select Stop SCSI CardBus PC Card REX CB32. 

3. When the window saying You may safely remove this device appears, you can remove the 
CB32UfromthePC. 

4. Press an eject button of the PC Card slot ( 1 ) . Grasp the CB32U by the edge and pull it straight out 
ofthePCCardslot(2). 
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2-2. Windows 98 Setup 



Here's how to get started with the CB32U and SCSI devices on Windows 98: 

1. Read the restrictions before you install the CB32U. 

2. Install the CB32U into the PC. Refer to Chapter 2-2- 1 . 

3. Confirm the installation. Refer to Chapter 2-1-2. 

4. Remove the CB32U from the PC. Refer to Chapter 2-2-2. 

5. Connect a SCSI device. Refer to Chapter 3- 1 . 

6. Confirm the SCSI connection. Refer to Chapter 3-2. 



d. Double-click PCMCIA socket and make sure there is a CardBus controller name string without "!" or 
"X" marks. 

NOTE 

If a CardBus controller name string does not appear, or if it appears with a "!" or "X" mark next 
to it, enable the CardBus controller with PC Card (PCMCIA) Wizard . For more information, 
please contact your PC manufacturer. 



2-2-1. Installing the CB32U on Windows 98 



1. Check to see if your PCMCIA Controller supports CardBus PC Cards. 

a. Right-click on My Computer. 

b. Select Properties. You will see the System Properties window below. 

c. Click the Device Manager tab. 
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2. Setup 



If you find a PCIC or compatible PCMCIA controller string under the PCMCIA socket, 

your PC Card slot may not support CardBus PC Cards or CardBus setting may be set disable in 
the BIOS of your PC. If CardBus setting is set disable in the BIOS, select CardBus from Disable/ 
PCIC Compatible/CardBus option in the BIOS to set CardBus setting enable. 



e. Double-click the CardBus controller name string to show the property window. If This device is 
working properly appears under the Device status, you can use the CB32U. 



Texas Instruments PCI-1131 CardBus Controller Frope.HEl 



General | Driver | Resources] 
% Texas Instruments PCI-1131 CardBus Controller 

Device type: PCMCIA socket 
M anuf acturer: T exas I nstruments 
Hardware version: 001 
Devicestaiu 



^^hi^evice is working proper^^^ 



Device usage 

r Dii I)-) thj;; hardware profile! 
fV Exists in all hardware profiles 



2. Grasp the CB32U by the edges with the label facing upward. Insert the CB32U into the slot and push it in 
until it is firmly seated. If the CB32U can not be firmly seated, check to see if the PC Card slot supports 
CardBus PC Cards. If the following window as shown at step 3 does not appear, the PC may not 
support CardBus PC Cards. Check to see if the PC Card slot supports CardBus PC Cards. For more 
information, contact your PC manufacturer. 
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2. Setup 



3. When the Add New Hardware Wizard Window Appears 

a. When the Add New Hardware Wizard window appears, insert the CB32U floppy disk for Wi n - 
dows 98/95 and click Next. 




b. When the following window appears, select the Search for the best driver for your device 
(Recommended) option and click Next. 



Add New Hardware Wizard 






What do you want Windows to do? 


f* Search for the best driver for your device. 
(Recommended). 


f Display a list of all the drivers in a specific 
location, so you can select the driver you want. 



















c. When the following window appears, select the Floppy disk drives option and click Next. 



Add New Hardware Wizard 
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2. Setup 



d. When the following window appears, select the The updated driver (Recommended) 
SCSI CardBus PC Card REX CB32 option and click Next. 



Windows has found an updated driver for this device, and 
also some other drivers that should work with this device. 




e. When the following window appears, click Next. 



Windows driver file search for the device: 
SCSI CardBus PC Card REX CB32 



Windows is now ready to install the best driver for this 
device. Click Back to select a different driver, or click Next 
to continue. 




f. When the following window appears, click Finish. 




SCSI CardBus PC Card REX CB32 



Windows has finished installing the software that your new 
hardware device requires. 



j ; F jnl^-h jj 



Cancel 



g. Wait until the PC Card (PCMCIA) icon appears on the Windows taskbar. This icon indicates that 
the CB32U is recognized. 




]1 2:1 4 PM 
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h. Remove the floppy disk from the PC. 
To confirm the installation of the driver, refer to Chapter 2-1-2. 



2. Setup 



2-2-2. Removing the CB32U 



When you want to remove the CB32U from the PC, you have to follow these steps through: 



1 . Click the PC Card icon on the Window s taskbar. 



Stop SCSI CardBus PC Card REX CB32 




2. Select Stop SCSI CardBus PC Card REX CB32. 

3. When the window saying You may safely remove this device appears, you can remove the 
CB32UfromthePC. 

4. Press an eject button of the PC Card slot ( 1 ). Grasp the CB32U by the edge and pull it straight out 
ofthePCCardslot(2). 
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2. Setup 



2-3. Windows Me Setup 

Here's how to get started with the CB32U and SCSI devices on Windows Me: 

1. Read the restrictions before you install the CB32U. 

2. Install the CB32U into the PC. Refer to Chapter 2-3- 1 . 

3. Confirm the installation. Refer to Chapter 2-1-2. 

4. Remove the CB32U from the PC. Refer to Chapter 2-3-2. 

5. Connect a SCSI device. Refer to Chapter 3- 1 . 

6. Confirm the SCSI connection. Refer to Chapter 3-2. 

2-3-1. Installing the CB32U on Windows Me 



1. Check to see if your PCMCIA Controller supports CardBus PC Cards. 

a. Right-click on My Computer. 

b. Select Properties. You will see the System Properties window below. 

c. Click the Device Manager tab. 

d. Double-click PCMCIA socket and make sure there is a CardBus controller name string without "!" or 
"X" marks. 



System Properties 



eneral (Device Manager |)Hardware Profiles ] Performance | 

V 

f* View devices by 



LJ Computer 



' CDROM 
! Disk drives 

Display adapters 
i Floppy disk controllers 
: Hard disk controllers 
Monitors 
: Mouse 
Network adapters 
Other devices 
PCMCIA socket 

Texas Instruments PCI-1131 CardBus Controller 
^ Texas Instruments PCI-1131 CardBus Controller 
Ports fCOM&LPTl 



If you find a PCIC or compatible PCMCIA controller string under the PCMCIA socket, your PC 
Card slot may not support CardBus PC Cards or CardBus setting may be set disable in the 
BIOS of your PC. If CardBus setting is set disable in the BIOS, select CardBus from Disable/PCIC 
Compatible/CardBus option in the BIOS to set CardBus setting enable. 
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2. Setup 



e. Double-click the CardBus controller name string to show the property window. If This device is 
working properly appears under the Device status, you can use the CB32U. 



Texas Instruments PCI-1131 CardBus Controller Frope.HEl 



General j Driver ] Resources ] 
% Texas Instruments PCI-1131 CardBus Controller 

Device type: PCMCIA socket 
Manufacturer: Texas Instruments 
Hardware version: 001 



vice status 

This device is working properly. 



Device usage 

I - £ liable j 

fV Exists in all hardware profiles 



2. Grasp the CB32U by the edges with the label facing upward. Insert the CB32U into the slot and push it in 
until it is firmly seated. If the CB32U can not be firmly seated, check to see if the PC Card slot supports 
CardBus PC Cards. If the following window as shown at step 3 does not appear, the PC may not 
support CardBus PC Cards. Check to see if the PC Card slot supports CardBus PC Cards. For more 
information, contact your PC manufacturer. 
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2. Setup 



3. When the Add New Hardware Wizard Window Appears 
a. When the Add New Hardware Wizard window appears, insert the CB32U floppy disk for 
Windows 98/95 and select the Automatic search for a better driver(Recommended) option. 
Click Next. 




b. When the following window appears, click Finish. 



Add New Hardware Wizard 



SCSI CardBus PC Card REX CD 32 



Windows has finished installing the new hardware device. 



c. Wait until the PC Card (PCMCIA) icon appears on the Windows taskbar. This icon indicates that 
the CB32U is recognized. 



j a g Q 

d. Remove the floppy disk from the PC 




To confirm the installation of the driver, refer to Chapter 2-1-2. 
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2. Setup 



2-3-2. Removing the CB32U 



When you want to remove the CB32U from the PC, you have to follow these steps through: 



1. 



Click the PC Card icon on the Windows taskbar. 




2. Select Stop SCSI CardBus PC Card REX CB32. 

3. When the window saying You may safely remove this device appears, you can remove the CB32U 
from the PC. 

4. Press an eject button of the PC Card slot (1). Grasp the CB32U by the edge and pull it straight out of the 
PC Card slot (2). 
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2. Setup 



2-4. Windows NT4.0 Setup 

Here's how to get started with the CB32U and SCSI devices on Windows NT4.0: 

1. Read the restrictions before you install the CB32U. 

2. Install the CB32U driver. Refer to Chapter 2-4- 1 . 

5. Confirm the installation. Refer to Chapter 2-4-2. 

6. Remove the CB32U from the PC. Refer to Chapter 2-4-3. 

7. Connect a SCSI device. Refer to Chapter 3- 1 . 

8. Confirm the SCSI connection. Refer to Chapter 3-2. 

* You must be logged on as Administrator or have administrator privileges to install the CB32 driver. 

*CardWizard software is required to use the CB32U on Windows NT4.0. 
The CardWizard software is available through www.systemsoft.com. 
You have to purchase it from the web site and install it before you use it on Windows NT4.0. 
After installing it, proceed to 2-4- 1 . 
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2. Setup 



2-4-1. Installing the CB32U driver 



1. Turn off your PC and grasp the CB32U by the edges with the label facing upward. Insert the CB32U into 
the slot and push it in until it is firmly seated. If the CB32U can not be firmly seated, check to see if the PC 
Card slot supports CardBus PC Cards. If the following window as shown at step 2 does not appear, 
the PC may not support CardBus PC Cards. For more information, contact your PC manufacturer. 




2. Turn on the PC. You will see the screen below. Insert the CB32U floppy disk for Windows NT4.0 and 
click correct. 



Wizard Information 



UltraWIDE SCSI CB32, RAT DC Systems,! nc. H 
SCSI PC Card Device 

The inserted card has not vet been configured. This may 
mean that the driver has not been installed or configured. 
Select CORRECT in order to fin this problem. 

This may be a BQOT-TIME-ONLY card and may not operate 
properly if inserted AFTER the machine is started up. Try 
restarting your machine with the card inserted if you have 
problems. 




Correct 



Test 



3. You will see the screen below. Click OK. 



CardWizard for Windows NT 



Click "OK" to start the SCSI Adapters Control Panel and 
choose "Add" on the "Drivers" page to install the card. 




OK ! Cancel 
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2. Setup 



4. Click the Drivers tab and click Add. 



SCSI Adapteis 



I 



13 



Devices Drivers | 

Installed SCSI Adapter drivers are listed below. 




5. You will see the screen below. Click Have Disk. 



Install Drivel 



El 




Click the driver you want to install, and then click OK. 

f you have an installation disk for a driver that is not in the list, click Have 

Disk. 



SCSI Adapter 



IDE CD-ROM (ATAPI 1.2VDual-channel PCI IDE Cor 



Advanced 
AMI 

EusLogic 
Compaq 



6. You will see the screen below. Type A:\ at Copy manufacturer's files from and click OK. 



Install From Disk 



□ 



Insert the manufacturer's installation disk into the drive 
selected, and then click OK. 



OK 



Cancel 



Browse.. 
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2. Setup 

2-4-2. Confirming the installation of the CB32U driver 

Follow the steps through to confirm the installation of the CB32U driver. 
1. Double-click on the icon on the Windows taskbar. 




2. Confirm the UltraWIDE SCSI CB32 string is shown. Then, click the property button. 





^^^H 1 1*1 


File View Actions Options Help 




mm 


I | %N<t>|/3|i | k?\ 





UltraWIDE SCSI CB32 
RATOC Sjistemsjnc. 



1 SCSI 



No Card Installed 
Empty Slot 



rHelp - P ' eSsF1 



anil 



3. You will see the screen below. You can know the resources of the CB32U. 



Properties 



□ 



(tributes | Drivers | 



PC Card Slot: 1 

Card: UltraWIDE SCSI CB32 

Manufacturer: RATOC Systems,! nc. 

Function: SCSI 

t-Swappable: No 



0x1 000 
^Q: 11 

■lemory Base: 0x1 1 00000. Owl 1 20000 
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2. Setup 



2-4-3. Removing the CB32U 

When you want to remove the CB32U from the PC, you have to follow these steps through: 

1. Shut down Windows NT4.0. 

2. Turn off the PC and remove the CB32U. 



23 
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2-5. Windows 2000 Setup 

Here's how to get started with the CB32U and SCSI devices on Windows 2000: 

1. Read the restrictions before you install the CB32U. 

2. Install the CB32U into the PC. Refer to Chapter 2-5- 1 . 

3. Confirm the installation. Refer to Chapter 2-5-2. 

4. Remove the CB32U from the PC. Refer to Chapter 2-5-3. 

5. Connect a SCSI device. Refer to Chapter 3- 1 . 

6. Confirm the SCSI connection. Refer to Chapter 3-2. 

* You must be logged on as Administrator or have administrator privileges to install the CB32 driver. 



2-5-1. Installing the CB32U on Windows 2000 

1. Check to see if your PCMCIA Controller supports CardBus PC Cards. 

a. Right-click on My Computer. 

b. Select Properties. You will see the System Properties window below. 

c. Click the Hardware tab. 



System Properties 



General j Network ldentificat(£n Hardware LJ^er Profiles Advanced 




System: 

Microsoft Windows 2000 
5.00.2195 

Registered to: 
afuruichi 

FiATOC SYSTEMSJNC. 
51873-335-3227867-09873 



Computer: 

x86 Farnilv 5 Model 4 Stepping 4 
AT /AT COMPATIBLE 
97,844 KB RAM 





| 0K j Cancel 
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2. Setup 



d. Click the Device Manager button. 



System Properties 



J?]*] 



General Network Identification i Hardware; User Profiles Advanced 



Hardware Wizard - 



The Hardware wizard helps you install uninstall, repair, 
unplug, eject, and configure your hardware. 



Hardware Wizard... 



Device Manager 



The Device Manager lists all the hardware devices installed 
on your computer. Use the Device Manager to change the 
properties of any device. 

Driver Signing... 



Device Manager... 



Hardware Profiles— 



Hardware profiles provide a way for you to set up and store 
different hardware configurations. 



Hardware Profiles... 











■9 







e. Double-click PCMCIA adapters and make sure there is a CardBus controller name string without "!" 
or "X" marks. 



Device Manager 



Action View 



E-jH TX97-XE 
E-JPJ Computer 
El- O Disk drives 
E-® Display adapters 
E-|y DVD/CD-ROH drives 
S-© Floppy disk controllers 
El -tzJ Floppy disk drives 
EI-© IDE ATA/ATAPI controllers 
S Keyboards 

Mice and other pointing devices 
EE J5J Monitors 
□ 5j? r je""- ■■:■[! adapter*; 

PCMCIA adapters 

► H%IZ 
Ricoh R/RL/RB/5C478(II) J R5C522 or Compatible CardBus Controller 

m~$ Ports (COM & LPT) 

SCSI and RAID controllers 

Sound, video and game controllers 

[+]■■■£□ Storage volumes 

0-® System devices 

* '.Tn rrval J-erial E-'J*.- ■:-:-rifr.:.Nerv 



Ricoh R/RL/RB/5C478(II), R5CS22 or Compatible CardBus Controller 



If you find a Intel PCIC compatible PCMCIA controller string under the PCMCIA adapters, 

your PC Card slot may not support CardBus PC Cards or CardBus setting may be set disable 

in the BIOS of your PC. If CardBus setting is set disable in the BIOS, select CardBus from Disable/ 

PCIC Compatible/CardBus option in the BIOS to set CardBus setting enable. 
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2. Setup 



, Double-click the CardBus controller name string to show the property window. If This device is 
working properly appears under the Device status, you can use the CB32U. 



Ricoh R/RL/RB/5C478(II), R5C522 or Compatible CardBus 



_?jx| 



I | Driver | Re 



Ricoh R/RL/RB/5C478{IIL R5C522 or Compatible 
CardBus Controller 



Device type: PCMCIA adapters 
Manufacturer: RICOH 

Location: Location 1 (PCI bus 0, device 12, function 0) 



v^Uevice status ^***S^ 

X, This device is working properly. ^/ 



If you are having problems with this device, click Troubleshooter to 
start the troubleshooter. 



Device usage: 

| Use this device (enable) 



~3 



2.Grasp the CB32U by the edges with the label facing upward. Insert the CB32U into the slot and push it in 
until it is firmly seated. If the CB32U can not be firmly seated, check to see if the PC Card slot supports 
CardBus PC Cards. If the following window as shown at step 3 does not appear, the PC may not 
support CardBus PC Cards. Check to see if the PC Card slot supports CardBus PC Cards. For more 
information, contact your PC manufacturer. 
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2. Setup 



3. You will see the screen below. Click Next. 



Pound New Hardware Wizard 




Welcome to the Found New 
Hardware Wizard 

This wizard helps you install a device driver for a 
hardware device. 




4. You will see the screen below. Select the Search for a suitable driver for my device(recommended) 

option and click Next. 



Found New Hardware Wizard 



Install Hardware Device Drivers |^^5i 

A device driver is a software program that enables a hardware device to work with I^^' J 



This wizard will complete the installation for this device: 
SCSI Controller 



A device driver is a software program that makes a hardware device work. Windows 
needs driver files for your new device. To locate driver files and complete the 
installation click Next. 

What do vou want the wizard to do? 



♦ aKli M b ■ ji'-bt-le dri ei r,,v .je i-: e He-: -:-r..r..et .ded i 

Display a list of the known drivers for this device so that I can choose a specific 
driver 



I 



5. You will see the screen below. Insert the CB32U floppy disk for Windows 2000. Then, select the Floppy 
disk drives option and click Next. 



Found New Hardware Wizard 



Locate Driver Files 

Where do you want Windows to search for driver files? 



Search for driver files for the following hardware device: 
SCSI Controller 



The wizard searches for suitable drivers in its driver database on your computer and in 
anv of the following optional search locations that vou specify. 
To start the search, click Next. If you are searching on a floppy disk or CD-ROM drive, 
insert the floppy disk or CD before clicking Next. 

Optional search locations: 



P Floppy L ji I .jn e 

|~ CD-ROM drives 

I - Specify a location 

V Microsoft Windows Update 
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2. Setup 



6. You will see the screen below. Click Next. 



Found New Hardware Wizard 



Driver Files Search Results 



The wizard has finished searching for driver files for your hardware device. 



The wizard found a driver for the following device: 
SCSI Controller 



Windows found a driver for this device. To install the driver Windows found, click Next. 



7. You will see the screen below. Click Yes. 



Digital Signature Not Found 




The Microsoft digital signature affirms that software has 
been tested with Windows and that the software has not 
been altered since it was tested. 

The software you are about to install does not contain a 
Microsoft digital signature. Therefore, there is no 
guarantee that this software works correctly with 
Windows. 

SCSI PC Card REX-CB32 Win2K 



If you want to search for Microsoft digitally signed 
software, visit the Windows U pdate Web site at 
http:/7windowsupdate. microsoft. corn to see if one is 
available. 

Do you want to continue the installation? 



More Info I 



8. You will see the screen below. Click Finish. 



EHEBSE 



5? 



Completing the Found New 
Hardware Wizard 

SCSI PC Card REX-CB32 Win2K 



Windows has finished installing the software for this device. 




To close this wizard, click Finish. 



< B ack I ! Finish I 



9. Wait until the PC Card (PCMCIA) icon appears on the Windows taskbar. This icon indicates that 
the CB32U is recognized. 











[ 




® 


,43PM 



10. Remove the floppy disk from the PC. 



28 



2. Setup 



2-5-2. Confirming the Installation 

l.Right-click on My Computer and select Properties. You will see the screen below. 
Click the Hard Ware tab. Click the Device Manager button. 



System Properties 



General | Network Identification Hardware ;| User Profiles | Advanced | 



Hardware Wizard - 



The Hardware wizard helps you install, uninstall, repair, 
unplug, eject, and configure your hardware. 



Device Manager — 

The Device Manager lists all the hardware devices installed 
on your computer. Use the Device Manager to change the 
properties of any device. 



Driver Signing... J ^"""Device Manager^ 



Hardware Profiles- 



Hardware profiles provide a way for you to set up and store 
different hardware configurations. 



Hardware Profiles.. 



2. You will see the screen below.Double-click SCSI PC Card REX-CB32 Win2K. 



\ Device Manager 



Action View 



- M?. RATOC-1VUTPISUD 
Ej] -JBi Computer 
EI-<ID Disk drives 
EjD-® Display adapters 
El- DVD/CD-ROM drives 
ri]-*^ Floppy disk controllers 
EE-SI Floppy disk drives 
rj-Q IDE ATA/ATAPI controllers 
m-^t IEEE 1394 Bus host controllers 
Keyboards 

Mice and other pointing devices 
Ej]-rgl Monitors 
i-% PCMCIA adapters 
j-Jf* Ports (COM St LPT) 

SCSI and RAID controllers 



SCSI PC Card REX-CB32 Win2K 



7 Sound, video and game controllers 
Storage volumes 
System devices 
Universal Serial Bus controllers 



29 



2. Setup 



3. You will see the screen below.Click the General tab.If This device is working properly appears under 
the Device status, you have installed the CB32U driver correctly. 



SCSI PC Card REX-CB32 Win2K Properties 



General j Driver | Resources | 

SCSI PC Card REX-CB32 Win2K 

Device type: SCSI and RAID controllers 
Manufacturer: RATOC Systernsjnc. 

Location: CardBus Slot 4 (PCI bus 1 , device 0, function I 



y^ue vice status ^^N. 

V This device is working properly. 



If you are having problems with this device, click Troubleshooter to 
start the troubleshooter. 



Troubleshooter.. 



Device usage: 

| Use this device (enable) 



~3 



2-5-3. Removing the CB32U 



When you want to remove the CB32U from the PC, you have to follow these steps through: 



1. Click the PC Card icon on the Windows taskbar. 



5top 5C5I PC Card REX-CB32 WinSK 




2. Select Stop SCSI PC Card REX-CB32 Win2K. 

3. When the window saying You may safely remove this device appears, you can remove the CB32U 
from the PC. 

4. Press an eject button of the PC Card slot (1). Grasp the CB32U by the edge and pull it straight out of the 
PC Card slot (2). 
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2-6. Windows XP Setup 

Here's how to get started with the CB32U and SCSI devices on Windows XP: 

1. Read the restrictions before you install the CB32U. 

2. Install the CB32U into the PC. Refer to Chapter 2-6- 1 . 

3. Confirm the installation. Refer to Chapter 2-6-2. 

4. Remove the CB32U from the PC. Refer to Chapter 2-6-3. 

5. Connect a SCSI device. Refer to Chapter 3- 1 . 

6. Confirm the SCSI connection. Refer to Chapter 3-2. 



*You must be logged on as Administrator or have administrator privileges to install the CB32 driver. 



2-6-1. Installing the CB32U on Windows XP 



1. Check to see if your PCMCIA Controller supports CardBus PC Cards. 

a. Right-click on the Start button. 

b. Right-click on My Computer and select Properties. You will see the System Properties window 
below. 

c. Click the Hardware tab. 

d. Click the Device Manager button. 



System Properties 



mm 



System Restore Automatic Updates Remote 

General Computer Name tl?." : '™ a . re . i Advanced 



Add Hardware Wizard 

^ ne Add Hardware Wizard helps you install hardware. 



Add Hardware Wizard 



Device Manager- 



The Device Manager lists all the hardware devices installed 
on your computer. Use the Device Manager to change the 
properties of any device. 



[ Driver Signing ] [^^Bevice Manager *"^) ) 



Hardware Profiles- 



Hardware profiles provide a way for you to set up and store 
different hardware configurations. 



OK 



Hardware Profiles 



Cancel 



31 



e. Double-click PCMCIA adapters and make sure there is a CardBus controller name string without "!" 



Mi Device Manager 



0®® 



or "X" marks. 



File Action View Help 



□ -JSj AX3SPRO 
H- 5 Computer 
EFS* Disk drives 

+ :J Display adapters 
ijl--^, DVD/CD-ROM drives 
EH^ Floppy disk controllers 

+ .ij. Floppy disk drives 
lj]-Q IDE ATA/ATAPI controllers 
[+]■■%* Keyboards 

H™0 Mice and other pointing devices 
[+]■■■.§ Monitors 
+ lij) Network adapters 
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PCMCIA adapters 



g Ricoh R/RL/RB/5C478(II), R5C522 or Compatible CardBus Controller 

^ [| Ricoh R/RL/RB/5C478(II), R5C522 or Compatible CardBus Controller 

■J? Ports (COM &. LPT) 
■^fc Processors 
■<j= SCSI and RAID controllers 
-m Sound, video and game controllers 
■ J System devices 
C^> Universal Serial Bus controllers 



If you find a Intel PCIC compatible PCMCIA controller string under the PCMCIA adapters, 

your PC Card slot may not support CardBus PC Cards or CardBus setting may be set disable 

in the BIOS of your PC. If CardBus setting is set disable in the BIOS, select CardBus from Disable/ 

PCIC Compatible/CardBus option in the BIOS to set CardBus setting enable. 

f. Double-click the CardBus controller name string to show the property window. If This device is 
working properly appears under the Device status, you can use the CB32U. 



Ricoh R/RURB/5C478(II), R5C522 or Compatible Card... {?Jx\ 



General 



Driver || Resources | 



Ricoh R/RL/RLV5C478(II], R5C522 or Compatible 
CardBus Controller 



Device type: PCMCIA adapters 
Manufacturer: RICOH 
Location: PCI Slot 2 (PCI bus 1 , device 4, function 0) 




Device status- 




This device is working properly. 



If you are having problems with this device, click Troubleshoot to 
start the troubleshooter. 



Troubleshoot.. 



Device usage: 



Use this device (enable) 



OK 



Cancel 
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2.Grasp the CB32U by the edges with the label facing upward. Insert the CB32U into the slot and push it in 
until it is firmly seated. If the CB32U can not be firmly seated, check to see if the PC Card slot supports 
CardBus PC Cards. If the following window as shown at step 3 does not appear, the PC may not 
support CardBus PC Cards. Check to see if the PC Card slot supports CardBus PC Cards. For more 
information, contact your PC manufacturer. 



3. You will see the screen below. Insert the CB32U floppy disk for Windows XP. Select the Install from a 
list or specific location( Advanced) option. Click Next. 



Found New Hardware Wizard 




Welcome to the Found New 
Hardware Wizard 




This wizard helps you install software for: 





SCSI Controller 




If your hardware came with an installation CD 
■•-jv- 3 or floppy disk, insert it now. 




What do you want the wizard to do? 




O Install the software automatically (Recommended) 
0 lii lalltrofn bli i ■:■( rwihi: -bM-l-r ■ l^ij br ■■: e-JI 




Click Next to continue. 


| Next> Cancel 



4. You will see the screen below. Select the Don't search. I will choose the driver to install option and 
click Next. 



Found New Hardware Wizard 



Please choose your search and installation options 



O Search for the best driver in these locations. 

Use the check bones below to limit or expand the default search, which includes local 
paths and removable media. The best driver found will be installed. 

0 Search removable media (floppy, CD-ROM...) 

1 I Include this location in the search: 



it i i 1 ill i ie drjver to .install 

Choose this option to select the device driver from a list. Windows does not guarantee that 
the driver you choose will be the best match for your hardware. 



< Back ~)[ Next > Cancel ] 





Browse 
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5. You will see the screen below. Select SCSI and RAID controllers and click Next. 



Found New Hardware Wizard 



Hardware Tjppe. 



Select a hardware type, and then click Next. 
Ccimrno: 



@ PCMCIA and Flash memory devices 




^ Ports (COM & LPT) 




^ Printers 




S9ft Processors 




^?SBP2 IEEE 1394 Devices 

C-HHi 

^ Smart card readers 


= | 


Sound, video and game controllers 


V 



< lack ~j | Next > Cancel 



6. You will see the screen below. Select Have Disk... and click Next. 



Select the device driver you want to install for this hardware. 



Select the manufacturer and model of your hardware device and then click Next. If you 
have a disk that contains the driver you want to install click Have Disk. 



Manufacturer 


Model 


Compaq 
Mylew 

Unknown Manufacturer 
UNSUP 


} Adaptec AHA-1 51X/AHA-1 52< or AIC-62607AIC-6360 SC 


> Adaptec AHA-154X/AHA-164X SCSI Host Adapter (non-p 



This driver is digitally signed. 

Tell me why driver signing is important 



< Back ~][ Next > Cancel ] 



7. You will see the screen below. Type A:\ at the Copy manufacturer's files from and click OK. 



Install From Disk 



Insert the manufacturer's installation disk, and then 
make sure that the correct drive is selected below. 



A A 



v 



Cancel 



Browse.. 
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8. You will see the screen below. Click Next. 



Found New Hardware Wizard 



Select the device driver you want to install for this hardware. 



Select the manufacturer and model of .your hardware device and then click Newt. If you 
have a disk that contains the driver you want to install click Have Disk. 



[^1 Show compatible hardware 



Model 



SCSI PC Card REX-CB32 Win2K 



t\ This driver is not digitally signed! 



(Back I NextJ Cancel 



9. You will see the screen below. Click Continue Anyway. 



Hardware Installation 



fN^ The software you are installing for this hardware: 
SCSI PC CardREX-CB32Win2K 



has not passed Windows Logo testing to verify its compatibility 
with Windows XP. [Tell rne why this testing is important. 1 

Continuing your installation of this software may impair 
or destabilize the correct operation of your system 
either immediately or in the future. Microsoft strongly 
recommends that you stop this installation now and 
contact the hardware vendor for software that has 
passed Windows Logo testing. 



[ Continue Anyway | | STOP Installation 



DC 



10. You will see the screen below. Click Finish. 




Completing the Found New 
Hardware Wizard 

The wizard has finished installing the software for: 
SCSI PC CardREX-CB32Win2K 




Cancel 



11. Wait until the PC Card (PCMCIA) icon appears on the Windows taskbar. This icon indicates that 
the CB32U is recognized. 



12. Remove the floppy disk from the PC. 
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2-6-2. Confirming the Installation 



l.Open System Properties. You will see the screen below. Click the Hardware tab. Click the Device 
Manager button. 



System Proper 



System Restore Autom atic Updates 

General Computer Name | Kjij/, ji' 



1 



Add Hardware Wizard 

The Add Hardware Wizard helps you install hardware. 



Add Hardware Wizard 



- Device Manager- 



The Device Manager lists all the hardware devices installed 
on your computer. Use the Device Manager to change the 
properties of any device. 



[ Driver Signing ] Device Manager 



Hardware Profiles 



Hardware profiles provide a way for you to set up and store 
different hardware configurations. 



Hardware Profiles 



OK Cancel 



2. You will see the screen below.Double-click SCSI PC Card REX-CB32 Win2K. 



4 Device Manager 



File Action View Help 



BBS 



- Mi AX3SPRO 
+ J Computer 
EFW Disk drives 
+ : 'J Display adapters 
S ■■■<^ > DVD/CD-ROM drives 
EHQ Floppy disk controllers 
+ J^. Floppy disk drives 
lj]-Q IDE ATA/ATAPI controllers 
El Keyboards 

Mice and other pointing devices 
Monitors 
© ...HP Network adapters 
H-@ PCMCIA adapters 
+ i? Ports (COM & LPT) 
+ jSIl Processors 



LU tzjr i 



RAID controllers 



^ 5C5I p( - Cafd REX . CB3 2 W in2K 
+ Sound, video and game controllers 
System devices 
Universal Serial Bus controllers 



+ (%t 
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3. You will see the screen below. Click the General tab.If This device is working properly appears 
the Device status, you have installed the CB32U driver correctly. 



under 



SCSI PC Card REX -CBS 2 Win2K Properties 



0® 



General Driver II Resources 



SCSI PC CardREX-CB32Win2K 

Device type: SCSI and RAID controllers 

M anuf acturer: RAT 0 C Systems,! nc. 

Location: CardBus Slot 2 (PCI bus 3, device 0, function 




evice status 




This device is working properly. 

If you are having proDlemswith this device, click Troubleshoot to 
start the troubleshooter. 



Device usage: 



Use this device (enable) 



Troubleshoot. 



OK 



Cancel 



2-6-3. Removing the CB32U 



When you want to remove the CB32U from the PC, you have to follow these steps through: 



1. Click the PC Card icon on the Windows taskbar. 




2. Select Stop SCSI PC Card REX-CB32 Win2K. 

3. When the window saying You may safely remove this device appears, you can remove the CB32U 
from the PC. 

4. Press an eject button of the PC Card slot (1). Grasp the CB32U by the edge and pull it straight out of the 
PC Card slot (2). 




3. Using SCSI devices 



3. Using SCSI devices 



3-1. Connecting a SCSI device 

1. Attach an external active terminator to the SCSI device, as shown below. If the SCSI device has an 
internal terminator and the switch, set it on state. Refer to the SCSI device manual if you are not sure how 
to activate termination. 




2. Be sure that at least one SCSI device connected to the CB32U supplies termination power to the SCSI 
bus. Refer to the SCSI device manual if you are not sure whether the SCSI device provides termination 
power. 

3. Be sure that each SCSI device has a unique SCSI ID, ranging from 0 to 6. The CB32U uses SCSI ID 7. 
You can usually change a SCSI ID with a switch on the back of the SCSI device. For more information, 

refer to the SCSI device manual. 




4. Connect the PCMCIA connector at the end of the SCSI cable to the CB32U, as shown below. 
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3. Using SCSI devices 



5. Attach the SCSI connector into the SCSI device. 




6. Turn on all the SCSI devices connected to the CB32U. 

7. Wait until ACCESS LED of the SCSI devices goes off. 




V J 

8. Turn your PC on and insert the CB32U into your PC. 
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3. Using SCSI devices 



3-2. Confirming the SCSI device Connection 

If you use Windows 95/98/Me/2000/XP, follow the steps through: 
If you use Windows NT4.0, proceed to the next page. 

1. Open Device Manager. Make sure the SCSI device name string appears in the Device Manager. 

The following Device Manager in Windows 2000 shows Iomega Zip drive is connected to the CB32U. 



^Device Manager 




J Action View 


> | m m | a? | # 





IOMEGA ZIP 100 SCSI Disk Device 



+ _J Computer 
B-O Disk drives 

a IZZ........ 

■Q QUANTUM FIREBALLlctOS 04 
E-® Display adapters 
E- DVD/CD-ROM drives 
E-© Floppy disk controllers 
H-SP Floppy disk drives 
H-Q IDE ATA/ATAPI controllers 
E]--^ Keyboards 

Mice and other pointing devices 
E]-§j Monitors 
+ Mj) Network adapters 
H -% PCMCIA adapters 
Ports (COM & LPT) 
+ ^ SCSI and RAID controllers 
E "xl: 5oundj video and game controllers 
El-CJ Storage volumes 
+ ^ System devices 
+ CH 1 Universal Serial Bus controllers 



2. Double-click the SCSI device name string . The device properties window will appear. 

3. If you can find The device is working properly under the Device status, the SCSI device is 
working fine. The following SCSI device properties window in Windows 2000 also shows SCSI ID No. 
Target ID xx means SCSI ID No. 



IOMEGA ZIP 100 SCSI Disk Device Properties 



General | Dish Properties] SCSI Properties | Driver | 
IOMEGA ZIP 100 SCSI DiskDevice 



Device type: Disk drives 
M anuf acturer: (S tandard disk dri ves) 
Location: Bus Number OTTarget ID 5,}UN 0 



^-"Device status — ^^ ^ s. 
^v*. This device is working properkvi^--^ 



If you are having problems with this device, click Troubleshooter to 
start the troubleshooter. 



Troubleshooter... 



Device usage: 

| Use this device (enable) 



~3 



If you have connected a HDD, CD-ROM, Removable Disk such as Jaz or Zip drive, you can also find the 

icon in My Computer. 

NOTE 

Never remove the CB32U until the ACCESS LED of the SCSI device goes off. 
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3. Using SCSI devices 



If you use Windows NT4.0, follow the steps below. 

1. Open SCSI Adapters in the Control Panel. 

2. You will see the following window. Click SCSI CardBus PC Card REX CB32 to confirm your SCSI 
device is connected to the CB32U correctly. Select the SCSI device name and click Properties. 



SCSI Adapters 



Devices ] Drivers | 



SCSI adapters and connected devices are listed below. 



E-«= IDE CD-ROM (ATAP1 1 ^Dual-channel PCI IDE Controller 
lil -jf I D ECDflDM ^ T AP M2)/D uak ^ me l pcl IDE Controller 

O SEAGATE ST52160N 



Properties 



3. You will see the following window. If you can find The device is working properly under the Device 
Status, the SCSI device is working fine. 

General j Settings | 



General j s< 

f "I SEAGATE ST 521 SON 
Device Type: SCSI Disk 
Manufacturer: SEAGATE 
Device Mag: Not A vailable 




If you have connected a HDD, CD-ROM, Removable Disk such as Jaz or Zip drive, you can also find the 

icon in My Computer. 

NOTE 

Never remove the CB32U until the ACCESS LED of the SCSI device goes off. 



41 



4. Installing SCSI Utility 



4. Installing SCSI Utility 



To install SCSI Utility, follow the steps through: 

1. If you use Windows 95/98/Me, insert the CB32U floppy disk for Windows 95/98 into the floppy drive. 
If you use Windows NT4.0, insert the CB32U floppy disk for Windows NT4.0 into the floppy drive. 
If you use Windows 2000, insert the CB32U floppy disk for Windows 2000 into the floppy drive. 

2. Double-click the SCSIUT folder in the floppy disk. 

3. Double-click on the Setup.exe. You will see the screen below. Click [Next]. 



4. Follow the instructions on the screen. If you have installed it correctly, the following utility is installed 
in the [RexSCSI]-[Programs]of the [Start] button on the Windows taskbar. 




-Format Utility 




-REXSCSI Configuration Utility 




-SCSI Device Check Utility 
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4.1nstalling SCSI Utility 



4-1. Format Utility 

You can format a HDD, Jaz, MO, Zip drive, etc., with this uiliity. 
NOTE: 

You can not format CD-R, CD-RW or DVD-RAM. 

Follow these steps through to format your SCSI drive. 

1. Make sure the SCSI device is connected and powered on. 

2. If the device is a removable disk and a media is not inserted, insert a media. 

3. Click the [Start] button and select [Programs]-[RexSCSI]-[Format Utility]. 

4. You will see the window below. Select the SCSI device you want to format. Then, click the Select 
button. 



Select the Drive 






■ *] 


Please Select the Disk. 




. [HAit2J D : 0,LU N : 0 (hi ardD isk j CWS QRB2-SE U ID Ofl 






















Select 




Quit 
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4. Installing SCSI Utility 



5. You will see the window below. Select Initialize/Format media from the Edit menu. 



rfjjREX Format Utility 



Format Type : Super FD Format 




P D11 

: 0 LUN : 0 

1)3.1 2 MByte 



Partition No. | VolumeLabel | FileSystenn | 5ize(MB)| S 
NO NAME FAT 16 2094.4 



Please select operation. 




6.You will see the window below. Choose format type. If you want to do Low Level Format simultaneousely, 
check the Low level format check box. Then click OK. 



Initialize/Format Media 



r Device Infomation 



CWS 0RE2-SE U ID 0 D11 
HAtt: SCSI ID : 0 LUN : 0 
T otal disk space : 2103.12 M Byte 



Please choose format type. 



This is available for IBM compatible and NEC 
PC-98. 

C NEC PC-9B(92) Format 

This format is available for NEC PC-98 series. 

f Super FD Format 

This format is available for removable media 
(e.g. MO drive) 



|~~ Low level format 



OK 



Cancel 



_ 
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4.1nstalling SCSI Utility 



7. a. If you have selected IBM-PC/AT FDISK Format at step 6, the message box saying [You should 
create partition next] appears. Click OK. You will see the screen shown at step 5. Select 
Create partition from the Edit menu to create partition. 

You will see the screen below. Select File System from the list box and set Partition size, using the 
slider bar. Then, click OK. 
b. If you have selected Super FD Format at step 6, you will see a screen similar to the following. 
Select File System from the list box. 



CreatePartition 




Partition | 261 Cylinder 

2047.35 MByte 100.00 % 

CFijeSystem^l FAT1 6/FAT1 2 (DOS/WindoiA_^J 

Partition Name [ 



Format Drive 
VolumeLabe |FiAT0C] 




Slider bar 



NOTE: 

If you select FAT32 in [File System], MS-DOS/Windows 3.1, Windows NT can not access to the 
FAT32 media. 

8. To take efect, restart your computer or take the CB32U out and into the slot. 
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4-2. REXSCSI Configuration Utility 

Normally you don't need to use this configuration utility But, when you use the following SCSI devices, 
you need to use this configuration utility to change SCSI configuration. 

-FUJITSU M25 12A/M25 13A MO drive (You need to set lOMB/s at transfer rate) 
-some scanners (You need to set asynchronous at transfer rate) 

Follow these steps through to change SCSI configuration. 
REXSCSI Configuration Utility 

1. Turn off the SCSI device connected to the CB32U and close all programs currently running. 

2. Click the [Start] button and select [Programs]-[RexSCSI]-[REXSCSI Configuration] . 

3. You will see the screen below. Select REXCB32 in the Select SCSI HostAdapter list and click Se- 
lect. 



Gn 


REX SCSI Configuration Utility 


■ 


Select SCSI HostAdapter... 




Select 






REXCB32 


- 


EXIT | 






. Adapterlnfd 










About.. 



46 



4.1nstalling SCSI Utility 



4. SCSI Configuration window will appear. If you connect FUJITSU MO(M2512A, M2513A) , select 
lOMB/sec.at MaxTransfer. If you connect an asynchronous scanner device, don't put check mark 
at Sync. Transfer Enable. Then click WRITE. 




HostAdapterSCSIID 

Default setting is 7. If you connect the device which can not assigned other than 7,change the ID. 
Parity Check 

Default setting is Enable.If you connect the device which does not have parity function,check Disable. 
Max Transfer(MB/s) 

Default setting is 40. Select the transfer rate by trying the choices shown until you find one 

that is successful. 
Sync.Transfer Enable 

Default setting is on(checked). If you connect a asynchronous device, set this function off. 
Wide Transfer Enable 

Default setting is on(checked). If you connect a narrow SCSI device, set this function off. 
Disconnect Enable 

Default setting is on(checked) at all IDs. In case of ON,the device is disconnected from the SCSI bus 
temporarily. While the device is disconnected, the SCSI PC Card can run other function to the SCSI 
bus. 
NOTE 

If your SCSI device doesn't work fine, try to set Sync.Transfer , Wide Transfer and Disconnect 
function disable. 
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4-3. SCSI Device Check Utility 



With this utility, you can check whether your SCSI device connected to the CB32U is recognized or not. 
Follow these steps through to check it. 

1. Connect your SCSI device to the CB32U and turn on the SCSI device. 

2. Click the [Start] button and select [Programs]-[RexSCSI]-[SCSI Device Check Utility]. 

3. You will see the screen below. Make sure REXCB32 appears in the HostAdapter list box. 
If ESDI appears in the HostAdapter list box, change it to REXCB32. 

If you can not find REXCB32 or change ESDI to REXCB32, check the following points: 
-You have not installed the CB32U driver yet. 
-The SCSI cable is not connected firmly. 

-You have not turned on the SCSI device or have not set terminator of the SCSI device ON. 



If Device List shows your SCSI device name connected to the CB32U, your SCSI device is recognized 
correctly. Device List also shows the following information from the left: 

- SCSI device ID No.(ID:) 
-Logical Unit No.(LUN:) 

- Device type (xxx) 

- Vendor name and model name 
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4.1nstalling SCSI Utility 



When you double-click on the SCSI device name in the Device List, you will see information on it 
as shown below. 



Devicelnfo 
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5. Installing Windows 95/98 



This chapter explains how to make a startup floppy disk and how to access to a SCSI CD-ROM 
connected to the CB32U with the startup floppy disk. If you can accees to a SCSI CD-ROM 
with the startup floppy disk, you can install Windows 95/98 from the SCSI CD-ROM. 

If you use Windows 95, refer to Chapter 5- 1 . 
If you use Windows 98, refer to Chapter 5-2. 
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5. Installing Windows 95/98 



5-1. Making a Windows 95 startup floppy disk 

This section gives you information on how to make a Windows 95 startup flopply disk. With the startup 
floppy disk, you can access to the SCSI CD-ROM drive connected to the CB32U and install Windows 95 
from the SCSI CD-ROM drive. 

Follow the steps through to make a Windows 95 startup floppy disk 
l. Edit Config.sys file in a Windows 95 startup floppy disk 

Edit config.sys file in a Windows 95 startup floppy disk as shown below. (This is an example) 

DEVICE = HIMEM.SYS 

DEVICE = EMM386.EXE X = CCOO-CFFF 

BUFFERS = 10 

FILES = 20 

DEVICE = CBENABLE.EXE IRQ = A MEM = CC00 

DEVICE = ASPCB32.SYS ID 

DEVICE = REXCD.SYS /D:MSCD001 /E 

NOTE: CBENABLE.EXE is CardBus Enabler. Refer to CBENABLE.EXE parameter. 
ASPCB32.SYS is ASPI Manager. Refer to ASPCB32.SYS parameter. 
REXCD.SYS is CD-ROM driver. Refer to REXCD.SYS parameter. 

2. Make Autoexec.bat file in the Windows 95 startup floppy disk and edit it as shown below. 
@echo off 

MSCDEX.EXE /D:MSCD001 

3. a. Copv the CBENABLE.EXE. ASPCB32.SYS, REXCD.SYS in the TDosI folder in the CB32U 

floppy disk for Windows 98/95 to the Windows 95 startup floppy disk. 

b. Copv the EMM386.EXE and MSCDEX.EXE in your system to the Windows 95 startup floppy disk. 

4. 1nsert the Windows 95 startup floppy disk and start your PC. 
The SCSI CD-ROM will be assigned and you can access to the SCSI CD-ROM drive. You can install 
Windows 95 from the SCSI CD-ROM drive. 
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5. Installing Windows 95/98 



5-2. Making a Windows 98 startup floppy disk 

This section gives you information on how to make a Windows 98 startup flopply disk. With the startup 
floppy disk, you can access to the SCSI CD-ROM drive connected to the CB32U and install Windows 98 
from the SCSI CD-ROM drive. 

Follow the steps through to make a Windows 98 startup floppy disk 
l. Edit Config.sys file in a Windows 98 startup floppy disk 

Edit config.sys file in a Windows 98 startup floppy disk as shown below.(This is an example) 
[CD] 

DEVICE = HIMEM.SYS /testmem:off 
DEVICE = EMM386.EXE X = CCOO-CFFF 
BUFFERS = 10 
FILES = 20 

DEVICE = CBENABLE.EXE IRQ = A MEM = CC00 

DEVICE = ASPCB32.SYS /D 

DEVICE = REXCD.SYS /D:MSCD001 IE 

NOTE: CBENABLE.EXE is CardBus Enabler. Refer to CBENABLE.EXE parameter. 
ASPCB32.SYS is ASPI Manager. Refer to ASPCB32.SYS parameter. 
REXCD.SYS is CD-ROM driver. Refer to REXCD.SYS parameter 

2.a. Copv the CBENABLE.EXE. ASPCB32.SYS. REXCD.SYS in the TDosl folder in the CB32U 
floppy disk for Windows 98/95 to the Windows 98 startup floppy disk 

b. Copv the EMM386.EXE and MSCDEX.EXE in your system to the Windows 98 startup floppy disk 

3. 1nsert the Windows 98 startup floppy disk and start your PC. 
When you start your system, select Start computer with CD-ROM support. 
The SCSI CD-ROM will be assigned and you can access to the SCSI CD-ROM drive. You can install 
Windows 98 from the SCSI CD-ROM drive. 
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CBENABLE.EXE parameter 



Format: DEVICE = directory path>: \ CBENABLE.EXE [IRQ] [IO] [MEM] 

Parameter 

[IRQ] 

Set IRQ number used by the CB32U. If you don't set anything to this parameter, Ah(10) is set as IRQ 
number. If this doesn't work, you have to set IRQ number from among IRQ numbers which any 
devices don't use. e.g.) IRQ = A 

[IO] 

Set IO port address used by the CB32U. If you don't set anything to this parameter, 1300h is set as IO port 
address. If this doesn't work, you have to set IO port address from among IO port address which any devices 
don't use. e.g.) IO = 1000 

[MEM] 

Set memory address used by the CB32U. If you don't set anything to this parameter, the CB32U tries 
automatically to assign memory address which any devices don't use automatically. If the CB32U failed to 
assign memory address, memory address is not assigned, e.g.) MEM = CC00 
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ASPCB32.SYS parameter 



Format: DEVICE = directory path>: \ ASPCB32.SYS [/L] [/D] 



Parameter 



[/L] 



LUN(Logical Unit No). When you set this parameter, All LUN will be searched. If you don't set anything to 
this parameter, only LUN=0 will be searched. When you use PD drives, CD-ROM Changers, set this /L 
parameter. 



r/oi 



Display. When you set this /D parameter, the CB32U displays information including 10 port address, 
IRQ, and the SCSI device connected to the CB32U as shown below. 



Card Bus Enabler Vx.xx 

IRQ = OA IOBASEAddress=1000 MEMORY BASE Address = CCOO 
Enable Success 



REX Universal ASPI Manager x.xx 

ASPI HOST Adapter #0 I/O Port lOOOh IRQ 10 SCSI ID 7 
SCSI ID #4 TYPE 5: MATSUSHITA PD-2 LF-D100 A106 
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REXCD.SYS parameter 



REXCD.SYS is a CD-ROM driver based on ASPI manager for DOS. 

Format: DEVICE = <directory path>: \ REXCD.SYS [/D:<Device name>][/U:l] 

[/ScanlDrid + id + ] [/NoScanID: id + id + ][/N:l][/E][/HA:0] 

[/NoPreFetch] 

Parameter 

[/D:<Device name>] Set your CD-ROM device name.Use the same name written after /D: at 

MSCDEX.EXE in Autoexec.bat file. 

[/U:l] If you connect only one SCSI CD-ROM drive, be sure to set /U: 1 . 

If you don't set anything to this parameter, all SCSI CD-ROM drives will 
be registered after searching SCSI ID from 0 to 6. 

[/ScanlDrid + id + ] If you don't set anything to this parameter, REXCD.SYS searches SCSI ID 

from 0 to 6 to find the SCSI CD-ROM connected to the CB32U. 

But, if you set this parameter like /ScanID:0+l, REXCD.SYS skips searching 

SCSI ID from 2 to 6. 

[/NoScanID: id + id + . . .] If you set this parameter like /NoScanID: 5+6, REXCD.SYS skips searching 

SCSI ID 5 and 6. 

[/N:l] If you set this parameter, REXCD.SYS will not search Logical Unit for SCSI 

CD-ROM drives. REXCD.SYS finds logical drive number of CD-ROM drives, 
searching Logical Unit No from 0 to 7. But there are some old types of CD- 
ROM drives having trouble when REXCD.SYS accesses to the CD-ROM 
drives with the Logical Unit No except 0. In this case, set this parameter /N: 1 . 
Don't set this parameter when you use drives which need to be set for Logical 
Unit like CD-Changers. 

[/E] Be sure to set this parameter /E 

[/HA:0] Set Host Adapter number. If you don't set anything to this parameter, 0 is set. 

[/NoPreFetch] If you set this parameter, Prefetch command is not issued to SCSI drives. 

If you use CD-R drives named CD-R824SK, CD-R56S made by TEAC, be 
sure to set this parameter. 
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REXDISKW.SYS parameter 



REXDISKW.S YS is a driver for Hard Disk/Jaz/Zip drives based on ASPI manager for DOS. 
REXDISKW.SYS can use only FAT 12, FAT 16 file system. REXDISKW.SYS can not use FAT32 file system. 



Format: DEVICE = directory path>: \ REXDISKW.SYS [/ScanlDrid + id + ] 

[/NoScanID: id + id + ] [/E][/HA:0] 



Parameter 

[/ScanlDrid + id + ] If you don't set anything to this parameter, REXDISKW.SYS searches SCSI ID 

from 0 to 6 to find the Hard Disk Drive, etc connnected to the CB32U. 
But, if you set this parameter like /ScanID:0+l, REXDISKW.SYS skips 
searching SCSI ID from 2 to 6. 

[/NoScanID: id + id + . . .] If you set this parameter like /NoScanID: 5+6, REXDISKW.SYS skips searching 

SCSI ID 5 and 6. 

[/E] Be sure to set this parameter /E 

[/HA:0] Set Host Adapter number. If you don't set anything to this parameter, 0 is set. 
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6. Installing Windows 2000 



This chapter explains how to install Windows 2000 from a SCSI CD-ROM connected to the CB32U. 

If you upgrade Windows 98 or Windows NT4.0 to Windows 2000, refer to Chapter 6- 1 . 

If you install a new copy of Windows 2000(Clean Install) from Windows 98/NT4.0, refer to Chapter 6-2. 

If you install Windows 2000 with a Windows 95/98 startup floppy disk, refer to Chapter 6-3. 

6-1. Upgrading Windows 98 or Windows NT4.0 to Windows 2000 

Follow these steps through: 

1 .Connect your CD-ROM to the CB32U first. Then start Windows 98 or Windows NT4.0. 

2.Copy [i386] directory in the Windows 2000 CD-ROM to the internal HDD. 

3.1f you have installed CardWare on Windows NT4.0, uninstall the CardWare from Windows NT4.0. 

4. Remove the CB32U and start the [WINNT32.EXE] in the [i386] directory copied from Windows 2000 
CD-ROM. 

5. When setup starts, you can see two ways to install Windows2000 on the screen: 

[Upgrade to Windows 2000(Recommended)] 
[Install a new copy of Windows 2000(Clean Install)] 
6. Select [Upgrade to Windows 2000(Recommended)]. 

7.1nstall Windows 2000, following the instructions. 

8.When you finish installing it, set up the CB32U if you need it. 
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6. Installing Windows 2000 



6-2. Installing a new copy of Windows 2000 from Windows 98/NT4.0 

Follow these steps through: 

1 .Start Windows 98 or Windows NT4.0. 

2. You will see setup program of Windows 2000 running from the SCSI CD-ROM connected to the CB32U. 

3. When setup starts, you can see two ways to install Windows 2000 on the screen: 

[Upgrade to Windows 2000(Recommended)] 
[Install a new copy of Windows 2000(Clean Install)] 
4 Select [Install a new copy of Windows 2000(Clean Install)]. 

5. After typing in the Product Key, click [Advanced Options] on the [Select Special Options] screen 
saying [To review or change the default Setup options for copying files, click (Advanced 
Options)]. 

6. Check [Copy all setup files from the setup CD to the hard drive] on the [Advanced Options] 

screen and click [OK] button. 
7.1nstall Windows 2000, following the instructions. 

8. Before you restart your system, remove the CB32U. 

9. When you finish installing it, set up the CB32U if you need it. 

6-3. Installing Windows 2000 with a Windows 95/98 startup disk 

Follow these steps below: 

1 . Make a Windows 95/98 startup floppy disk, refering to Chapter 5- 1 or 5-2. Then, have your SCSI CD- 
ROM recognized by the Windows 95/98 startup floppy disk. 

2. Format your internal HDD, if necessary. 

3. Start [WINNT.EXE] in the [i386] directory in the Windows 2000 CD-ROM. 

4. Install Windows 2000, following the instructions. 

5. Before you restart your system, remove the CB32U. 

6. When you finish installing it, set up the CB32U if you need it. 
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7. Linux 



7-1. How to install the driver for Linux 

This chapter explains how to install the CB32U driver for Linux. To install the driver, development module 
is required for your Linux. If you do not know how to set up development module, ask the distributor of your 
Linux. If you want to use the CB32U on RedHat 6. 1 , you need to log in as a root user first and follow the 
steps through. 

The version of [Kernel] and [PCMCIA-CS] of RedHat 6.1 is as follows. 
Kernel version 2.2.12 / PCMCIA-CS version 3.0.14 

1. Copying the file to your HDD 

2. Extracting the file 

3. Making driver module 
4.1nstalling the driver module 
5.Confirming the installation 

1. Copying the file to your HDD 

Insert the CB32U for Linux into the floppy drive and type the following command to read DOS format FD. 
# mount -t vfat /dev/fdO /mnt/floppy 



Then, execute the following command to copy the file to your HDD. 
# cp /mnt/floppy/linux/cb32_cb.tar.gz . 



2.Extracting the file 

Extract the cb32_cb.tar.gz, following the procedure below. 



# gunzip cb32_cb.tar 

# tar xvf cb32_cb.tar 



You will get the cb32 folder which contains [src], [samples], [modules], [lib] folder and README-E-cb32. 
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3.Making driver module 

(l)Copying the driver source file 

Copy the driver source file to the directory which includes PCMCIA Client Driver source. 
(The directory normally means pcmcia-cs clients directory) 

If there is the extracted driver source file in the directory /root/cb32, type the command as written below. 



# cd /usr/src/linux-2-2. 12/pcmcia-cs-3.0. 14/clients 

# cp /root/cb32/src/* . 
#cp/root/cb32/lib/* . 



The cb32i850.c , cb32i850.h , cb32scsi.c , cb32scsi.h , load_fw.o files will be copied. 

(2)Editing Makefde 

Add the seven lines below to Makefile in the clients directory to compile cb32_cb. 



cb32_cb.o : cb32i850.c cb32scsi.c cb32i850.h cb32scsi.h 

$(CC) -MD -c $(XFLAGS) $(CPPFLAGS) I$(LINUX) cb32i850.c -o cb32i850.o 
@mkdir-p .depfiles ; mv cb32i850.d.depfiles 

$(CC) -MD -c $(XFLAGS) $(CPPFLAGS) I$(LINUX) cb32scsi.c -o cb32scsi.o 
@mkdir -p .depfiles ; mv cb32scsi.d.depfiles 

$(LD) r o $@ cb32i850.o cb32scsi.o load_fw.o 
rm -f cb32i850.o cb32scsi.o ;chmodx $@ 



Refer to the Makefile in the [samples] folder. 

(3)Editing proc_fs.h 

Go to the include/linux directory. 
# cd /usr/src/Unux-2.2. 1 2/include/linux 
Editproc_fs.h to add [PROC_SCSI_CB32, ] right after [PROC_SCSI_INIA100, ] line. 
Refer to the proc_fs.h in the [samples] folder. 

If you can find proc_fs.h in the directory /usr/include/linux, edit it in the same way. 

(4)Compilingcb32_cb 

Compile cb32_cb with make command. 

# make cb32_cb.o 

Caution: If you get the error message saying [Makefile: 8: ../config.mkNo such file or directory make: *** 
No rule to make target '../conifg.mk'. Stop], Move up one directory and execute [make config]. 
You will get config.mk. Then move back to the clients directory and execute make command. 

#cd .. 

# make config 

# cd clients 
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4.1nstalling the driver module 

(1) Copying the driver module file (cb32_cb.o) 

Copy the driver module file named cb32_cb.o to the directory which includes module related to PCMCIA. 
# cp cb32_cb.o /lib/modules/2.2. 12-32/pcmcia/. 

(2) Editing PCMCIA database (/etc/pcmcia/config) 

Add the five lines below to load module so that the CB32U will be recognized. 

device "cb32_cb" 

class "scsi" module "cb_enabler", "cb32_cb" 
card "RATOC CardBus UltraWide SCSI CB32" 

version "RATOC Systems, Inc." , "UltraWIDE SCSI CB32" 

bind"cb32_cb" 

Refer to the config file in the [samples] directory. 

(3) Rebooting your system for your changes to take effect. 

# reboot 

You have now completed the installation. 
5.Confirming the installation 

When you insert the CB32U while pcmcia module is running, you will hear a recognition sound and see the 
following message. 

scsiO: RATOC CB32 SCSI device driver ; Revision: x.xx 
scsi: 1 host 



If PCMCIA database (/etc/pcmcia/config) is wrong or the CB32U is not recognized, you will hear a rejecting 
sound. In such a case, check the message which will appear in /var/log/messages. 

NOTE: We tech-support only how to install the driver. We do not tech-support how to use your 
SCSI devices on Linux 
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7-2. SCSI Configuration Utility for Linux :inicconf 

This section explains the instructions to set up the CB32U on RedHat Linux 6. 1 . 
Login as as an root user before setting up the CB32U SCSI Configuration Utility. 

1. Copying the file to your HDD 

Insert the CB32U for Linux into the floppy drive and type the following command to read DOS format FD. 

# mount -t vfat /dev/fdO /mnt/floppy 

Then, execute the following command to copy the file to your HDD. 

# cp /mnt/floppy/linux/inicconf.tar.gz . 

2. Extracting the file 

Extract the inicconf.tar.gz, following the procedure below. 

# gunzip inicconf .tar 

# tar xvf inicconf .tar 

You will get the inicconf folder which contains [bin],[src] and README-E-inicconf. 



3. Confirming the source files 

Go to inicconf/src directory to confirm you get the following files. 

inicconf. c — source file of inicconf 
eepinic.h — header file for eeprom 
Makefile — make file 
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4. Compiling inicconf.c 

Execute make and compile inicconf.c. 



# make inicconf 



Note: You might see some warning messages. If you can build inicconf, don't worry about it. 
5. Copying inicconf 
Copy inicconf to the directory where you can execute it. 
(for example : /usr/local/bin ) 



# cp inicconf /usr/local/bin/. 



-Restrictions- 

To execute inicconf, the driver modules of CB32U need to be loaded. If the modules are not loaded, the 
following error message shows up. 



Not found host adapter 



Sometimes, you might see the following messages. 



Driver module does not active. 

You must connect some scsi devices, then reboot system. 



At that time, connect a SCSI device and turn on the device power and reboot the system. 
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Executing inicconf 

[format] inicconf <command=parameter> 

[command, parameter] 

-v To show the status of current setting 
-x To show the value of EEPROM (Hex) 
--disc_all=<on I off> 

To set enable/disable of Disconnect for all SCSI ID 
(for example) 

— disc_all=on : enable Disconnect with SCSI-ID 0-15 
-disc_all=off : disable Disconnect with SCSI-ID 0-15 
-disc<n>=<on I off> 

To set enable/disable of Disconnect for specific SCSI ID 
(for example) 

— disc3=on : enable Disconnect only with SCSI-ID 3 
-disc5=off : disable Disconnect only with SCSI-ID 5 
--sync_all=<40 I 26.6 I 20 1 16 1 13.3 1 11.4 1 10 I asyno 

To set Transfer rate for all SCSI ID 
(for example) 

-sync_all=10 : lOMB/sec for all SCSI-ID 
— sync_all=async : Async. transfer for all SCSI-ID 
--sync<n>=<40 I 26.6 I 20 1 16 1 13.3 1 11.4 1 10 I asyno 

To set Transfer rate for spesific SCSI ID 
(for example) 
-sync3=10 : lOMB/sec only for SCSI-ID 3 
— sync5=async : Async. transfer only for SCSI-ID 5 
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-wide_all=<on I off> 

To set enable/disable of Wide negotiation for all SCSI ID 
(for example) 

-disc_all=on : enable Wide negotiation with SCSI-ID 0-15 
-disc_all=off : disable Wide negotiation with SCSI-ID 0-15 
-wide<n>=<on I off> 

To set enable/disable of Wide negotiation for specific SCSI ID 
(for example) 

— disc3=on : enable Wide negotiation only with SCSI-ID 3 
— disc5=off : disable Wide negotiation only with SCSI- ID 5 



r 

3 
s= 

X 



65 



7. Linux 



[Example] 

# inicconf -v 

PCD 1/33, CB32 scsi configuration utility .... 

Initio INIC-850 on RATOC CB32 found. I/O Base = 0800 

View EEPROM Setting: ID-0 ID-1 ID-2 ID-3 ID-4 ID-5 ID-6 ID-7 

Enable Disconnect : on off off on on on on on 
Syncronous transfer : 20MB 10MB 40MB 40MB 40MB 40MB 40MB 40MB 

Wide Negotiation : on off on on on on on on 

View EEPROM Setting: ID-8 ID-9 ID-10 ID-11 ID-12 ID-13 ID-14ID-15 

Enable Disconnect : on off off on on on on on 
Syncronous transfer : 40MB 40MB 40MB 40MB 40MB Async 40MB 40MB 

Wide Negotiation : on on on on on on on on 

# inicconf --disc_all=on --sync3=20 

PCD 1/33, CB32 scsi configuration utility .... 

Initio INIC-850 on RATOC CB32 found. I/O Base = 0800 

View EEPROM Setting: ID-0 ID-1 ID-2 ID-3 ID-4 ID-5 ID-6 ID-7 

Enable Disconnect : on on on on on on on on 

Syncronous transfer : 20MB 10MB 40MB 20MB 40MB 40MB 40MB 40MB 

Wide Negotiation : on off on on on on on on 

View EEPROM Setting: ID-8 ID-9 ID-10 ID-11 ID-12 ID-13 ID-14 ID-15 

Enable Disconnect : on on on on on on on on 

Syncronous transfer : 40MB 40MB 40MB 40MB 40MB Async 40MB 40MB 

Wide Negotiation : on on on on on on on on 
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8. Troubleshooting 

8-1. Deleting the CB32U driver completely 

If you use Windows 95/98/Me, refer to Chapter 8-1-1. 
If you use Windows NT4.0, refer to Chapter 8-1-2. 
If you use Windows 2000, refer to Chapter 8-1-3. 

8-1-1. Deleting the CB32U driver on Windows 95/98/Me 

If you failed to install the CB32U driver and want to re-install it from the start, delete it first. 
Follow the steps through to delele the CB32U driver completely. 

1. Remove the CB32U from the Device tree. 

a. Right-click on My Computer. 

b. Select Properties. 

c. Select the Device Manager tab . 

d. Double-click SCSI controllers. 

e. Select SCSI CardBus PC Card REX CB32. 

f. Click the Remove button. 

g. If you can not find it under SCSI controllers, check to see if there is SCSI CardBus PC Card REX 
CB32 under Other Devices. If you find it, select it and click the Remove button. 

h. Remove the CB32U from the PC. 

2. Remove the driver file and INF file. 

a. Double-click the My Computer icon. 

b. Select (Folder)Options in the View(Tools) menu . 

c. Click the View tab . Check the Show all f iles(Show hidden files and folders) . 

d. Select Find(Search) and (For)Files or Folders on the start menu . 

e . Type REXCB32.MPD in the Named box. 

f. Type the drive letter where Windows 95/98/Me is installed in Look in box. 

g. Click the Find Now(Search Now) button. 

h. If REXCB32.MPD appears, select it and press the Delete key. 

i. Type CB32RATO CREXCB32.INF in the Named box. 

j. Type the drive letter where Windows 95/98/Me is installed in Look in box. 

k. Click the Find Now(Search Now) button. 

1. If CB32RATOCREXCB32.INF appears, select it and press the Delete key. 

3. You have now deleted the CB32U driver completely. You can now re-install the CB32U. 

4. Restart your PC. 
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8-1-2. Deleting the CB32U driver on Windows NT4.0 

If you failed to install the CB32U driver and want to re-install it from the start, delete it first. 
Follow the steps through to delele the CB32U driver completely. 

1. Remove the CB32U from the SCSI Adapters. 

a. Open [SCSI Adapters] in the [Control Panel] . 

b. Click the Drivers tab . 

c. Select the [SCSI CardBus PC Card REX CB32] . 

d. Click the Remove button to remove it from the S CSI Adapters . 

2. Remove the driver file and INF file. 

a. Double-click the My Computer icon. 

b. Select Options in the View menu and click the View tab . 

c. Check the Show all files . 

d. Select Find - Files or Folders on the start menu . 

e. Type REXCB32.SYS in the Named box. 

f. Select the drive letter where Windows NT4.0 is installed in the Look in box. 

g. Click the Find Now button. 

h. If REXCB32.SYS appears, select it and press the Delete key. 

i. Type OEM*.INF in the Named box. 

j. Select the drive letter where Windows NT4.0 is installed in the Look in box. 
k. Click the Find Now button. 

1. Many files may appear. Choose OEM*.INF files( * is a number ) and open these files to see their 
content. If you can find a string of CB32, select it and press the Delete key. 
Then, you have to delete OEM*.PNF file(* of OEM*.INF and * of OEM*.PNF are the same 
number) 
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8-1-3. Deleting the CB32U driver on Windows 2000 

If you failed to install the CB32U driver and want to re-install it from the start, delete it first. 
Follow the steps through to delele the CB32U driver completely. 

1. Remove the CB32U from the Device tree. 

a. Right-click on My Computer. 

b. Select Properties. 

c. Select the Hardware tab . 

d. Click the Device Manager button . 

e. Double-click SCSI and RAID controllers. 

f. Select SCSI PC Card REX-CB32 Win2K. 

g. Press the Delete key. 

h. Remove the CB32U from the PC. 

2. Remove the driver file and INF file. 

a. Double-click the My Computer icon. 

b. Select Folder Options in the Tools menu and select the View tab . 

c. Check the Show hidden files and folders . 

d. Select For Files or Folders of Search on the start menu . 

e. Type REXCB32.SYS in the Named box. 

f. Type the drive letter where Windows 2000 is installed in Look in box. 

g. Click the Search Now button. 

h. If REXCB32.SYS appears, select it and press the Delete key. 

i. Type OEM*.INF in the Named box and CB32 in the Containing text box. 
j. Type the drive letter where Windows 2000 is installed in Look in box. 

k. Click the Search Now button. 

1. When appearing, open these files to see the content. If the file is related to the CB32U, select it and 
press the Delete key. 

3. You have now deleted the CB32U driver completely. You can now re-install the CB32U. 

4. Restart your PC. 
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8-2. Updating the CB31U driver for Windows95/98 



1. Download the latest driver from the RATOC web site.(http://www.ratocsystems.com/english/) 

2. Make the latest driver floppy disk. 

a. Download CB32U_xx.exe (tentative name) into an empty folder on the Hard disk drive. 

b. Double-click the CB32U_xx.exe icon. 

c. Be sure that multiple files are extracted. 

d. Delete CB32U_xx.exe from the folder. 

e. Make sure that the size ofthe folder is less than 1.44MB. 

f. Get ready for an empty 1 .44 MB floppy disk. 

g. Select all files in the folder, and then copy them to the floppy disk. 

3. Update the driver. 

a. Right-click on My Computer and select Properties . 

b. Click the Device Manager tab . 

c. Double-click SCSI Controllers in the list. 

d. Click the SCSI CardBus PC Card REX CB32 string in the list. 
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e . Click the Properties button, and then select the Driver tab . 

f. Check the date before updating the driver. 

g. Click the Update Driver... button. 



SCSI CardBus PC Card REX CB32 Properties 



General] Setting^ Driver Rfiesourc 



SCSI CardBus PC Card REX CB32 



Provider: 
Date: 




To view details about the driver files loaded for this device, click 
Driver File Details. To update the driver files for this device, click 
Update Driver. 




If your Windows is Windows 95, follow 4. To update the driver for Windows 95 procedure. 
If your Windows is Windows 98, follow 4. To update the driver for Windows 98 procedure. 
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4. To update the driver for Windows 95 . 

a. When the Update Device Driver Wizard window appears, insert the floppy disk made in step 2. 

Make the latest driver floppy disk into the PC and select the Yes(Recommended) option 
on the screen below. Click Next. 



Update Device Driver Wizard 




This wizard searches your local drives, network, and 
Internet locations for updated drivers for: 

SCSI CardBus PC Card REX CB32 



If you have a disk or CD-ROM that contains updated 
drivers for this device, insert it now. 



It is recommended that you let Windows search for an 
updated driver. To do this, click Next to continue. 



Do you want Windows to search for the driver? 

■*♦ \r lF:e-: -:-r..r..er -jedl 
o, select driver from list 



b. When the following window appears , click Finish. 



Update Device Driver Wizard 




Windows found the following updated driver for this 
device: 

SCSI CardBus PC Card REX CB32 



If you want to use this driver, click Finish. If this is not the 
correct driver and you want to search for a different driver 
manually, click Other Locations. 

m of Driver 



Other Locations.. 



; Back 



Finish 



Cancel 



c. If a message requesting insertion of a floppy disk appears, click OK. 

d. When Copying Files... dialog appears, type a:\ for the source of files and click OK. 



Copying Files.. 




The file 'rexcb32.mpd' on REX SCSI PC Card 
Setup Disk could not be found. 

Insert REX SCSI PC Card Setup Disk into the 
drive selected below, and click OK. 



Copy files from: 



~3 



Skip File 



Details... 



e . You have finished updating the driver. Remove the floppy disk from the PC . 
Proceed to step 5. 
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4. To update the driver for Windows 98 . 
a. When the Update Device Driver Wizard window appears, click Next. 



Update Device Driver Wizard 



This wizard searches for updated drivers for: 
SCSI CardBus PC Card REX CB32 



A device driver is a software program that makes a 
hardware device work. 




Upgrading to a newer version of a device driver may 
improve the performance of your hardware device or add 
functionality. 



b. When the following window appears, select the Search for a better driver than the one your 
device is using now.(Recommeded) option and click Next. 



Update Device Driver Wizard 



What do you want Windows to do? 





1 fi " 


S earch for a better driver than the one your j 






device is using now. [Recommended] 







f Display a list of all the drivers in a specific 
location, so you can select the driver you want. 



c. When the following window appears, check the Floppy disk drives option and insert the floppy disk 
made in step 2. Make the latest driver floppy disk into the PC and click Next. 



Update Device Driver Wizard 




Windows will search for updated drivers in its driver 
database on your hard drive, and in any of the following 
selected locations. Click Next to start the search. 



^Floppy disk drives! 
T CD-ROM drive 

I Microsoft Windows Update 
I - Specify a Jocation: 



|DAWIN98 



; Back I Next > 



73 
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d. When the following window appears, select the The updated driver (Recommended) SCSI 
CardBus PC Card REX CB32 option and click Next. 



Add New Hardware Wizard 




e. When the following window appears, click Next. 



Update Device Driver Wizard 




f. When the following window appears, click Finish. You have finished updating the driver. 



Update Device Driver Wizard 




g. Remove the support floppy disk from the PC . 
Proceed to step 5. 
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5. Confirm the driver is updated. 

a. In the SCSI CardBus PC Card REX CB32 properties window, click the Driver tab. 

b. Make sure the date is later than the date you checked in the step 3-f before. 

c. Click the Driver File Details... button. 

d. Check the File version of the CB32U driver. You may need to know this version when you want to 
have a tech- support. 
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8-3. If my laptop is made by TOSHIBA 

I can use 16-bit PC Card with my laptop made by TOSHIBA, but I can not get a CardBus PC Card 
up and running. 

1 . Shut down your laptop . 

2. Start your computer. 

3. Press the ESC key at boot time. 

4. When Check system. Then press [Fl] key is displayed, press the Fl key. 

5. When BIOS-SystemSetup(l/2) is displayed, select CardBus/16-bit under PC Card Controller Mode. 

6. Press the End key to restart your system. 

8-4. If I use FUJITSU MO(M2512A, M2513A) 

System locks up when I connect an old model MO of which drive engine is M2512A, M2513A 

You need to install our SCSI configuration utility and change transfer rate with it. 
Refer to Chapter 4-2 to set transfer rate to lOMB/sec. 

8-5. "? PCMCIA Card Services" appears 

There is "? PCMCIA Card Services" appears under Other devices in Device Manager. 

This is not an error. 

If a PC Card which is not CardBus compatible is inserted, "? PC Card Services" appears under Other 
devices. If it is removed, you cannot use PC Cards. Never remove it. 
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8-6. The CB32U is registered as PCI Bridge 

The CB32U is registered as PCI Bridge in Other devices in Device Manager window. 
I have not installed the CB32U driver yet. 

Remove the PCI Bridge and restart your PC. 
Hardware wizard will appear. Install the CB32U driver. 



8-7. The CB32U is registered as PCI SCSI BUS Controller 

The CB32U is registered as PCI SCSI BUS Controller in Other devices in Device Manager window. 
I have not installed the CB32U driver yet. 



Select the PCI SCSI BUS Controller and update the CB32U driver. 



8-8.When I try to capture image,I get an error on Windows 98 

When I try to capture image with scanner software, I get an error saying Scanner is not ready. But, 
the SCSI Scanner is recognized in the Device Manager. 

The same SCSI scanner names coexist in the Scanners and Cameras in the Control Panel. 

Delete the same SCSI scanner names until only one SCSI scanner name exists there. 
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8-9. Unknown Device Window appears 

When I connect a SCSI Scanner to the CB32U and start PC, the Add New Hardware Wizard 
saying [This wizard searches for new drives for Unknown Device] appears and I do not know what 
to do. 



Add New Hardware Wizard 




Unknow Device means your SCSI Scanner. So you need to install your SCSI Scanner driver. 
For more information, refer to the SCSI Scanner manual. 



8-10. When I can not finish Windows 95/98 



If your PC has an USB port and a PC Card inserted at the same time, you may not be able to 
shut down your PC. 

1. Disable fast shut down. Refer to the Help file for information on how to do it. 

2. If you can not resolve this issue at Step 1 , change USB resources. 

a. Start the PC without the CB32U if you can shut down the PC after removing the CB32U. 

b. When you can not shut down the PC even if you remove the CB32U, start Safe Mode. 
You can start Safe Mode by pressing the F8 key at boot time. 

3. Right-click on My Computer and select Properties. 

4. Click the Device Manager tab. 
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5. Double-click thelntel 82371AB/EB PCI to USB Universal Host Controller under Universal Serial 
Bus controllers. 



System Properties 



General Device Manager | Hardware Profiles | Performance | 
[*" View devices by type f~" View devices by connection 



S-SI Disk drives 

Display adapters 
lil Floppy disk controllers 
S-Q Hard disk controllers 
Ej]-^ Keyboard 
Monitors 
Mouse 
+ Mj) Network adapters 
S -% PCMCIA socket 
El-J? Ports (COM & LPT) 
B SCSI controllers 
ED-® System devices 
- C^=fr Universal Serial Bus controllers 



Intel 82371 AB/EB PCI to USB Universal Host Controller 



■ USB Root Hub 

■ USB Storage Adapter 





Properties | 


Refresh ■ 


Remove j 


Print... ] 



6. Select the Resources tab and remove the check mark at the Use automatic settings. And double- 
click Input/Output Range. 

General I Advanced I Driver Resources 



Intel 82371 AB/EB PCI to USB Universal Host Control!... HE3 



Intel 82371 AB/EB PCI to USB Universal Host 
Controller 



iLJse automatic settings; 



iting based on: | Basic configuration 0000 



Resource type 


Setting 


■H Input/Output Ran 


]e D800^DmT^ 



Change Setting. 




7. Set Value number larger than 1600 by clicking up/down button. 

8. Make sure Conflicting device list shows No conflict. 

9. Click OK and restart your PC. If a warning message box appears, just click OK and restart your PC. 



Edit Input/Output Range 



output range you would like to set for this 



You may either enter a specific range and the nearest valid 
ange will be selected automatically, or you may select a range 
ising the arrows. 



No devices are conflicting. 
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8-11. When I can not detect a SCSI Scanner on WindowsNT/2000 

When I try to start Scanner software, I get an error saying Failed to detect the SCSI Scanner. 
You need to install ASPI manager for Windows NT4.0 or 2000. 

To install it, you must be logged on as Administrator or have administrative privileges. 

1. Insert the CB32U floppy disk for Windows NT4.0 or 2000. 

2. Open My Computer and double-click the Floppy disk icon. 

3. Double-click the aspi32 folder. 

4. Click the WNASPI32.INF with the right button and select Install. 

If you can not install it with this procedure, copy the WNASPI32.DLL at the aspi32 folder to the 
folder named WINNT\SYSTEM32. 

5. Remove the floppy disk from the PC . 

When you want to uninstall it, follow the steps through: 

1. Start Add/Remove programs in the Control Panel. 

2. Select RATOC WinASPI32 for Windows 2000/NT4.0 

3. Click the Change/Remove button . 
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8-12. When I can not assign a drive letter 

I can find the SCSI drive name string in the Device Manager, but the drive icon does not appear in 
My Computer. 

1. If your computer is in a network and all the driver letters are used, the drive icon does not appear in My 
Computer. To resolve this issue, remove the Network card and install the CB32U driver. 

2. If all the drive letters are not used, your CD-ROM drive may be D drive and the drive letter is fixed. In 
this case, the drive icon does not appear in My Computer. 

1) If you use Windows2000, follow the steps below. 

To resolve this issue, do not fix the drive letter or assign your CD-ROM to other drive letter than D 
drive: 

a. Double-click the Administrative Tools in Control Panel. 

b. Start Computer Management and select the Disk Management under the Storage. 

c. Click the CD-ROM drive with the right button and select Change Drive letter and Path. 

2) If you use WindowsNT4.0, follow the steps below. 

To resolve this issue, do not fix the drive letter or assign your CD-ROM to other drive letter than D 
drive: 

a. Select the Administrative Tools(Common) of the Programs on the Start button. 

b. Select Disk Administrator. 

c. Click the CD-ROM drive with the right button and select Assign Drive Letter. 
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9. Registration and Tech- Support 



9. Registration and Tech-Support 



9-1. How to Register 

We highly recommend to register yourself as our customer through our on-line registration. 

1 . On the Internet, access our site (http://www.ratocsystems.com/english/) 

2. Follow window menu guide to register. 

3 . Fill out the registration form and submit it. 

9-2. Driver Update and Support 

-Driver Update- 

The latest driver and utility are subject to change for improvement or bug fix. 
You can download the latest version from our web site. 
(http://www.ratocsystems.com/english/) 

-Technical Support- 

You can get a Tech support from RATOC at the following: 
(Open Monday - Friday, 9:30A.M. to 5:00P.M(PST)) 
RATOC Systems Internationaljnc. Tech support 

Address: 1933 O'Toole Avenue Suite A109 
SanJose, CA 95131, U.S.A. 

Phone : (408)955-9400 

Fax : (408)955-9402 

E-mail : int-support@rexpccard.co.jp 

Web : http://www.ratocsystems.com/english/ 

NOTE: 

Please include the following information to help us to support you in the event of a problem: 

•Our product name, serial number, and its description 

•Host Computer Name, Windows version 

•Utility/Driver version 

•Your SCSI device name and its description 
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10. 

10. Specifications 



Specifications of the CB32U 

SCSI Interface 

•Ultra Wide SCSI or Ultra SCSI 
•Single ended 

SCSI PC Card 

•PC Card Standard Compliant CardBus (Type II) 

Data Transfer Rate 

•Up to 40MB/sec with Ultra Wide SCSI devices (synchronous) 
•Up to 20MB/sec with Ultra SCSI devices (synchronous) 
•Up to lOMB/sec with SCSTII devices (synchronous) 
•Up to 132MB/sec between host and CB32 

Power Consumption 

•Voltage +3.3V (Supplied from PC Card slot) 
•150mA (TYP)- at Reading/Writing 
•100mA (TYP)- at Idling 
• 41mA (TYP) - at Power save mode 

Termination Power 

•Internal active termination embedded 

Interrupt 

•Use IRQ assigned by CardBus Controller 

Operation Temperature 
32°Fto 131°F(0°Cto55°C) 

Storage Temperature 

-4°F to 158°F (-20°C to 70°C) 
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Appendix 



Trademarks 

-Windows and MS-DOS are registered trademarks of Microsoft Corporation. 
-Initio Corporation has an original copyright of ASPI Manager, Miniport driver. 

-Other brand and product names may be registered trademarks or trademarks of their respective holders. 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. 
These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment 
generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause 
harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. 
If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment 
off and on, the user is encouraged to try to correct the interference by one or more of the following measures: 

( 1 ) Reorient or relocate the receiving antenna. 

(2) Increase the separation between the equipment and receiver. 

(3) Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

(4) Consult the dealer or an experienced radio/TV technician for help. 

Shielded cables and certified Class B peripherals must be used on this product. 

Using unshielded cables or uncertified peripherals may result in this unit not complying with FCC Rules Part 15. 

Changes or modifications not expressly approved by the party responsible for compliance may result in this unit not complying with 
FCC Rules Part 15. 



FCC ID : M9AREXCB31SCSIPC 



